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E x e c u t i v e _ C h a i r s

Bracciolo regolabile in 
altezza nero.

Height adjustment 
armrests as optional.

Optional: base 
alluminio ruote 
cromate.

Optional: aluminum 
base, chrome castors.

6050 6052 6053 6057C 6057P

Aries Poltroncina semidirezionale Semi-executive chair

•  Schienale alto e medio in schiumato a freddo con anima  
in acciaio.

•  Sedile interno in multistrato di faggio, imbottito in poliuretano 
espanso indeformabile e sot- tosedile in termoformato.

•  Regolazioni: meccanismo sincronizzato, elevazione a gas della 
seduta.

•  Braccioli: fissi in poliuretano espanso a pelle integrale e anima 
in acciaio cromata in parte visibile, regolabili in altezza anima 
portante in acciaio copertura in nylon come optional. 

•  Base: girevole a 5 razze in nylon nero con inserto in acciaio e 
ruote nere, in alluminio con ruote cromate come optional.

•  Telaio: fisso a slitta in acciaio cromato o verniciato nero con 
braccioli.

•  High and medium backrest with steel structure with cold foam 
and polyurethane padding. 

•  Beech plywood ergonomically formed, seat indeformable foam 
polyurethane padding covered by a shell thermoformed.

•  Adjustments: synchronized mechanism, seat gas adjustment.

•  Armrests: fixed, self-skinned foam polyurethane with visible 
chrome plated steel core; as optional, adjustable steel or nylon 
armrests.

•  Base: swivel, five star structure with steel insert and polypropylene 
cover and black castors; as optional aluminium base with chrome 
castors.

•  Fixed frame: chrome or black painted steel cantilever with 
armrests and armpads.

HT HS L P

6050 105 45 62 57

6051 105 45 48 57

6052 89 45 62 57

6053 89 45 48 57

6057C 94 46 57 61

6057P 94 46 57 61

Classe di reazione 
al fuoco 1IM

Fire retardant fabric 
class 1IM for upholstered 
seating

CLASS

1  IM

Certificazione 
EN 1335 /1-2-3 tipo B

In accordance with 
EN 1335/1-2-3 type B

EN-1335


