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COMPOSITION
80% PVC - 2% PU - 18% PES

DIMENSIONS
Weight: 600 gr./m2

Width: 140 cm

TECHNICAL CHARACTERISTICS
Abrasion Test: Martindale

Test: norme EN ISO 5470-2
50.000 rubs

APPROVALS
Flame retardant
UNI 9175:C1 IM

EN 1021-2

CLEANING
Rub with a clamp cloth or with a neutral solution
for obstinate staines dissolve with ethylic alcohol

diluited in water 80% to 20% alcohol

COLOURS
Slight colours differences between one lot
and another have to be considered normal

Leggere differenze di colore fra una partita
e l’altra sono da considerarsi normali

COLORI

Pulire con panno umido o con una soluzione neutra,
per macchie resistenti pulire con soluzione composta

dal 80% acqua e 20% alcol

METODO DI MANUTENZIONE

Ignifugo
UNI 9175:Classe 1 IM

EN 1021-2

OMOLOGAZIONI

Abrasione: Martindale
Test: norme EN ISO 5470-2

 50.000 cicli

80% PVC - 2% PU - 18% PES

Peso: 600 gr./m2

Altezza: 140 cm

CARATTERISTICHE TECNICHE

DIMENSIONI

COMPOSIZIONE

CRAZY
Cat. A
Ignifugo - Fire proof
Impermeabilità - water proof
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