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COMPOSITION
Cowleather of European origin

DIMENSIONS
Finished thickness: 0.9-1 mm

Approximate leather dimensions: 45-50 feet

TECHNICAL CHARACTERISTICS
Tanning type: chromium sulphate
based with accurate technology
Dyeing: benzyl-free, aniline-based

in compliance with current standards
Finish: solvent-free water-based

Appearance: semi-glossy
Light fastness: 4/5 on the blue scale

APPROVALS

CLEANING
Daily cleaning should be carried out

using a cloth dampened with distilled water,
drying immediately

COLOURS
Slight colours differences between one lot
and another have to be considered normal

Leggere differenze di colore fra una partita
e l’altra sono da considerarsi normali

COLORI

La pulizia quotidiana va effettuata passando
un panno inumidito con acqua distillata

e asciugando immediatamente

METODO DI MANUTENZIONE

OMOLOGAZIONI

Tipo di concia: a base di solfato
di cromo con tecnologia accurata

Tintura: a base di aniline non benziliche
in regola con le norme vigenti

Aspetto: semilucido
Solidità luce: 4/5 alla scala dei blu

Pelle bovina di origine Europea

1
Dimensione della pelle circa 45/50 piedi

CARATTERISTICHE TECNICHE

DIMENSIONI

COMPOSIZIONE

PELLE / Leather
Cat. P
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